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FEATURES & SPECIFICATIONS:
Construction
* Vapor-tight incandescent fixture available in two sizes,
VCI1 (150W) and VCI2 (300W) in wall, ceiling or pendant mount
e Heavy-duty die cast aluminum housing and guard
* Twist-lock guard with two set screws for secure fit
e Ceiling and wall mounted units include 4” die cast aluminum
junction box with five threaded and plugged %” conduit entry hubs,
pendant mount includes a single %” conduit entry
 Standard finish is light grey powder coat
e Globe and guard are supplied standard

Optical System
« Screw-in non-tempered glass globe for easy lamp access, optional
tempered glass available

Electrical System
 Rated to 40°C, -18°C starting temperature
e Lamps are included

LISTINGS

e Marine
* Retail a

OPTIONS:
e Temper
* Frosted
* Wide ar

glass le



VCI VAPOR-TIGHT SERIES INCANDESCENT

ORDERING INFORMATION (Please enter your information in the boxes provided below)

SERIES WATTAGE MOUNTING OPTIONS
VCI

SERIES MOUNTING OPTIONS
vCl C = CEILING SH = STRAIGHT REFLECTOR

W = WALL AR = ANGLED REFLECTOR

P = PENDANT TG = TEMPERED GLASS

FG = FROSTED GLASS (NON-TEMPERED)

WATTAGE ————— RG = RED GLASS (NON-TEMPERED)
SMALL HOUSING BG = BLUE GLASS (NON-TEMPERED)
1501 = 150W INCANDESCENT AG = AMBER GLASS (NON-TEMPERED)

GG = GREEN GLASS (NON-TEMPERED)
LARGE HOUSING
3001 = 300W INCANDESCENT Note: Colored lenses are available in tempered glass.
Add a “T” to the end of the designation above.

DIMENSIONS (SMALL HOUSING)

SMALL HOUSING 1501 = 150W INCANDESCENT
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DIMENSIONS (LARGE HOUSING)

LARGE HOUSING 3001 = 300W INCANDESCENT
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